
2032

COUNTER-NUT, IN NICKEL-PLATED BRASS, PG PITCH

Features

TECHNICAL INFORMATION

Range of operating temperature (dynamic) -40 ÷ 100   °C

Collar No

Contact cusps No

Colour silver

Reference standard DIN 40430; DIN 46320

Surface treatment nichelatura

MATERIAL COMPOSITION AND TREATMENTS

Material Brass

Minimum thickness surface coating 3   µm

Halogen free No

LOGISTIC

Type of packaging ; box

Customs code 74153300

CLASSIFICATION AND DATA ORDERING

ETIM Class 7 Locknut for cable screw gland [EC000940]



2032

tipo Suitable for P Width

[mm]

Spanner size

[mm]

H

[mm]

Gross

weight [g]

Unit in minimal

packaging [pce]

Unit in standard

packaging [pce]

Minimum order

quantity [pce]

2032007N
2900.07N; 2901.07N; 2910.07N;

2911.07N; 2900DP.07N
Pg7 18 16 2 .8 2 ,439 100 1,500 100

2032009N
2900.09N; 2901.09N; 2910.09N;

2911.09N; 2900DP.09N
Pg9 20 18 2 .8 2 ,601 100 1,500 100

2032011N
2900.11N; 2901.11N; 2910.11N;

2911.11N; 2900DP.11N
Pg11 23.5 21 3 3,160 100 1,000 100

2032013N
2900.13N; 2901.13N; 2910.13N;

2911.13N; 2900DP.13N
Pg13.5 25.5 23 3 3,678 100 1,000 100

2032016N
2900.16N; 2901.16N; 2910.16N;

2911.16N; 2900DP.16N
Pg16 29 26 3 5,148 100 600 100

2032021N
2900.21N; 2901.21N; 2910.21N;

2911.21N; 2900DP.21N
Pg21 35.5 32 3.5 7,608 100 500 100

2032029N
2900.29N; 2901.29N; 2910.29N;

2911.29N; 2900DP.29N
Pg29 45 41 4 13,270 50 200 50

2032036N
2900.36N; 2901.36N; 2910.36N;

2911.36N; 2900DP.36N
Pg36 56 51 5 22 ,890 10 100 10

2032042N
2900.42N; 2901.42N; 2910.42N;

2911.42N; 2900DP.42N
Pg42 65 60 5 33,640 10 50 10

2032048N
2900.48N; 2910.48N;

2900DP.48N
Pg48 69 64 5.5 36 ,480 10 50 10
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